
C O R N E R  C O N F I G U R A T I O N S

10mm thick clear toughened

1mm radius corners

Individually boxed panels

Flat polished edges

Overview
The classic corner shower offers many 
possible size configurations with our hinge 
panels, door panels and return panels.
This guide outlines the sizes achievable with our 
range of shower doors, hinge panels and return 
panels.

A BRACKET GAP (MM)

H BRACKET OR CHANNEL GAP (MM)

B GLASS HINGE PANEL WIDTH (MM)

I GLASS RETURN PANEL WIDTH (MM)

C HINGE GAP (MM)

D GLASS DOOR PANEL WIDTH (MM)

E GAP (MM)

F THICKNESS OF RETURN PANEL GLASS (MM)
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For the return/fixed panel, refer to table below.

BRACKET  
GAP  
(MM)

GLASS FIXED 
PANEL WIDTH 

(MM)

OVERALL 
RETURN WIDTH 

(MM)

If using dry glaze U 
channel instead of wall 

brackets, OVERALL 
WIDTH becomes

If using "EXTENDED" dry 
glaze U channel instead 

of wall brackets, OVERALL 
WIDTH range becomes

3 597 600mm 607-610mm 607-622mm

3 697 700mm 707-710mm 707-722mm

3 797 800mm 807-810mm 807-822mm

3 847 850mm 857-860mm 857-872mm

3 872 875mm 882-885mm 882-897mm

3 897 900mm 907-910mm 907-922mm

3 922 925mm 932-935mm 932-947mm

3 947 950mm 957-960mm 957-972mm

3 972 975mm 982-985mm 982-997mm

3 997 1000mm 1007-1010mm 1007-1022mm

3 1022 1025mm 1032-1035mm 1032-1047mm

3 1047 1050mm 1057-1060mm 1057-1072mm

3 1097 1100mm 1107-1110mm 1107-1122mm

3 1147 1150mm 1157-1160mm 1157-1172mm

3 1197 1200mm 1207-1210mm 1207-1222mm

3 1297 1300mm 1307-1310mm 1307-1322mm

3 1397 1400mm 1407-1410mm 1407-1422mm

RETURN/FIXED PANEL:

USING 
DRY GLAZE 
U CHANNEL

USING 
EXTENDED 
DRY GLAZE 
U CHANNEL

2

H I

USING WALL 
BRACKET

**if channel used, gap variance changes –  
refer last 2 columns for OVERALL WIDTH calculation
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For the inline section, refer to table below.

BRACKET  
GAP  
(MM)

GLASS  
HINGE  

PANEL WIDTH 
(MM)

HINGE  
GAP  
(MM)

GLASS  
DOOR  

PANEL WIDTH 
(MM)

GAP  
(MM)

RETURN  
PANEL  

THICKNESS OF 
GLASS (MM)

OVERALL 
INLINE 

WIDTH (MM)

If using dry glaze U 
channel instead of wall 

brackets, OVERALL 
WIDTH becomes

If using "EXTENDED" dry 
glaze U channel instead 

of wall brackets, OVERALL 
WIDTH range becomes

3 229 5 600 3 10 850mm 857-860mm 857-872mm

3 229 5 610 3 10 860mm 867-870mm 867-882mm

3 229 5 620 3 10 870mm 877-880mm 877-892mm

3 229 5 630 3 10 880mm 887-890mm 887-902mm

3 229 5 640 3 10 890mm 897-900mm 897-912mm

3 279 5 600 3 10 900mm 907-910mm 907-922mm

3 279 5 610 3 10 910mm 917-920mm 917-932mm

3 279 5 620 3 10 920mm 927-930mm 927-942mm

3 279 5 630 3 10 930mm 937-940mm 937-952mm

3 279 5 640 3 10 940mm 947-950mm 947-962mm

3 329 5 600 3 10 950mm 957-960mm 957-972mm

3 329 5 610 3 10 960mm 967-970mm 967-982mm

3 329 5 620 3 10 970mm 977-980mm 977-992mm

3 329 5 630 3 10 980mm 987-990mm 987-1002mm

3 329 5 640 3 10 990mm 997-1000mm 997-1012mm

3 379 5 600 3 10 1000mm 1007-1010mm 1007-1022mm

3 379 5 610 3 10 1010mm 1017-1020mm 1017-1032mm

3 379 5 620 3 10 1020mm 1027-1030mm 1027-1042mm

3 379 5 630 3 10 1030mm 1037-1040mm 1037-1052mm

3 379 5 640 3 10 1040mm 1047-1050mm 1047-1062mm

3 429 5 600 3 10 1050mm 1057-1060mm 1057-1072mm

3 429 5 610 3 10 1060mm 1067-1070mm 1067-1082mm

3 429 5 620 3 10 1070mm 1077-1080mm 1077-1092mm

3 429 5 630 3 10 1080mm 1087-1090mm 1087-1102mm

3 429 5 640 3 10 1090mm 1097-1100mm 1097-1112mm

3 479 5 600 3 10 1100mm 1107-1110mm 1107-1122mm

3 479 5 610 3 10 1110mm 1117-1120mm 1117-1132mm

3 479 5 620 3 10 1120mm 1127-1130mm 1127-1142mm

3 479 5 630 3 10 1130mm 1137-1140mm 1137-1152mm

3 479 5 640 3 10 1140mm 1147-1150mm 1147-1162mm

3 529 5 600 3 10 1150mm 1157-1160mm 1157-1172mm

3 529 5 610 3 10 1160mm 1167-1170mm 1167-1182mm

3 529 5 620 3 10 1170mm 1177-1180mm 1177-1192mm

3 529 5 630 3 10 1180mm 1187-1190mm 1187-1202mm

3 529 5 640 3 10 1190mm 1197-1200mm 1197-1212mm

3 579 5 600 3 10 1200mm 1207-1210mm 1207-1222mm

3 579 5 610 3 10 1210mm 1217-1220mm 1217-1232mm

3 579 5 620 3 10 1220mm 1227-1230mm 1227-1242mm

3 579 5 630 3 10 1230mm 1237-1240mm 1237-1252mm

3 579 5 640 3 10 1240mm 1247-1250mm 1247-1262mm

HINGE & DOOR PANEL: 

USING 
DRY GLAZE 
U CHANNEL

USING 
EXTENDED 
DRY GLAZE 
U CHANNEL
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USING WALL 
BRACKET


